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Suitable for environments with exposure to moisture including bathrooms and 
outdoors, Charles Edwards IP44-water-resistant bulb fittings are available on 
all Charles Edwards lighting designs.
Designed to look like either a clear candle bulb, or a clear golf ball bulb, there 
is no compromise to the look of the light when specifying the fitting.

The hand-blown clear glass casing 
protects an easily replaceable halogen 
bulb, offering a 30% energy saving 
compared to traditional incandescent 
bulbs.

On designs with French Candles, the 
tapering candle arm, shown on the 
right, will need to be replaced with 
the straight candle arm, shown on the 
left, to accomodate the fitting. 

We select the most appropriate 
version of the fitting for your chosen 
light design. All fittings are made in 
England.
Clip-on shades can also be used with 
the fitting. 

Suitable for all countries the IP44 fit-
ting is available in both a 220-250V 
and low voltage 12V version. 12V 
requires a transformer not supplied. 
N.B The fitting is NOT UL-approved.

IP44-Water-Resistant Bulb Fittings



 

A quick guide to changing 
the bulb in the IP44-water-
resistant fitting.

What you will need:

•   A replacement halogen bulb, 
matching the wattage and voltage of 
the existing bulb. Most bulbs have 
their details printed on them.

•  Cotton gloves or paper towel.
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PLEASE NOTE: These notes are for guidance only. Charles Edwards accepts no responsibility for any installation using the 
above diagram and the final decision on installation remains with the installer.
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1. Turn the power supply off. 
CAUTION: Halogen bulbs can get 
extremely hot so always allow time 
for the bulb to cool before changing 
it.

2. Unscrew the outer glass casing, 
exposing the halogen bulb to be 
replaced.

3. TIP: Never touch a halogen bulb 
with your bare hands. The natural 
oils from your fingers will reduce the 
lifespan of the bulb. We recommend 
that you wear cotton gloves, or use a 
piece of paper towel.

4. Simply pull the halogen bulb out 
the fitting and push the replacement 
bulb in.
TIP: Make sure that the replacement 
bulb matches the specification of the 
last bulb in both voltage and wattage.

5. Screw the outer glass casing back 
onto the fitting.


