
ELECTRICAL CONFIGURATION TABLE

Connect White Wire (Neutral) to:

SUPPLY (HOME) LUMINAIRE
Connect Black/Red Wire (Hot) to:

NOTE:  Use UL Listed wire nuts for the wiring connections in the luminaire. Wrap wire nut connections with UL listed tape.

Connect fixture ground wire(s) to supply ground wire(s) using a wire nut. 
NOTE: it is imperative that the fixture and the mounting plate are grounded.

2. Remove the mounting plate by unscrewing the screws.

Installation must be carried out by a licensed electrician and conform to all applicable local electrical codes, ordinances and the National Electrical Code (NEC).
Ensure junction boxes and electrical connectors are suitable for the location (e.g. Dry, Damp). Shut off the main electrical supply from the fuse box or circuit breaker panel.
1. If your Picture Light has a glass diffuser, remove the glass during the installation by sliding it out of the shade.

6. Add the bulb(s) and if required refit the glass to complete the installation.
Restore power and confirm the proper operation of the fixture.

5.  Secure the fixture to the mounting plate(s) by securing the screws through the back plate(s), taking care not to trap any cables. Secure all screws without overtightening the screws 
heads to avoid damaging the finish.

7. Use the winged knob to adjust the shade 
orientation.

3. Place the mounting plate into position ensuring mounting plate is aligned with the 
junction box. Attach the mounting plate to the junction box with the UNC screws.

Connection screw 

Mounting plate

Junction box

(8.32)UNC
 screw

Back plate

GlassShade

(8.32)UNC screw

Winged knob

4. Connect to the main electrical supply.
If your Picture Light weighs over 4.5kg/10lb to inspect the branch circuit after installation either:
- inspect via remote junction box or alternative wall access opening
- or, remove screw(s) and swivel the fixture to access the junction box, then swivel the light back into place and secure again by following these instruction

North America & regions with 110-120V: PL - Type 1

®

PLEASE NOTE: These instructions are for guidance only. The final decision on installation remains with the installer. 
A qualified electrician should carry out all installations.
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Mounting plate

Black/Clear Wire (Live/Hot)
White/Clear Ribbed Wire (Neutral)


