
2. Place the Picture Light into position and mark the position of the holes through the 

back plate. If it is a double arm picture light, this may take a second person to support 

the light.

You will need two electrical supplies for a double arm picture light, one for each arm.

Installation should be carried out by a licensed electrician. Shut off the main electrical supply from the fuse box or circuit breaker panel.

1. If your Picture Light has a glass diffuser, remove the glass during the installation by sliding it out of the shade.

6. Add the bulb(s) and if required refit the glass to complete the installation.

Restore power and confirm the proper operation of the fixture.

3. Drill holes in positions marked in step 2 and insert fixing plugs/anchors, suitable for the 

surface you are fixing to.

5. Secure the fixture to the wall with screws, taking care not to trap any cables. Secure all screws without overtightening the screw heads to avoid damaging the finish.

7. Use the winged knob to adjust the shade orientation.

CHAR LES EDWAR DSInstallation Instruction
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4. Connect to the main electrical supply. Use the connector box provided or a suitably rated equivalent. Nb the supplied connector box is rated IP44.

ELECTRICAL CONFIGURATION TABLE

Blue/Black Neutral

Green /Yellow Earth

Brown /Red Live

Blue Neutral

Green /Yellow Earth

Brown  Live

Connector Box provided. 

Dimensions: 

L 58mm x D 31mm x H 14mm

PLEASE NOTE: These instructions are for guidance only. The final decision on installation remains with the installer. 

A qualified electrician should carry out all installations.
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