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CHAR LES EDWAR DSInstallation Instruction

Installation should be carried out by a licensed electrician.

Shut off the main electrical supply from the fuse box or circuit 

breaker panel.

1. Ensure the ceiling is suitable for the weight of the fixture.

Place the mounting plate into position and mark the location of 

the fixing holes.

ELECTRICAL CONFIGURATION TABLE

Blue/Black Neutral

Green /Yellow Earth

Brown /Red Live

Blue Neutral

Green /Yellow Earth

Brown  Live

Connector Box provided. 

Dimensions: 

L 58mm x D 31mm x H 14mm

8. Connect to the main electrical supply. Use the connector box provided or a suitably rated equivalent. Nb the supplied 

connector box is rated IP44.

Mounting plate

2. Drill holes in the positions marked in step 1 and insert fixing 

plugs/anchors, suitable for the surface you are fixing to.

PlugChase might

be required

10. Add bulb(s) to complete the installation. 

Restore power and confirm the proper operation of the fixture.
9. Screw the ball nut onto the bottom of the threaded rod and secure the grub screw with the Allen Key.

Ensure the chain, not the cable, is supporting the full weight of the fixture.

3. Secure the mounting plate with screws to a suitable ceiling 

structure. Screw the threaded rod onto the mounting plate and 

secure using the nuts provided.

Ceiling 

plate

4. Slide the ceiling plate over the entire assembly ensuring the 

threaded rod is protruding from the ceiling plate.

Ball nut

Grub
screw

5. Check ceiling plate and assembly are in the correct 

position. If necessary cut threaded rod to required length. 

Ensure no rough edges are left.

Threaded rod

e.g. too long!

6. Remove the Ball Nut

e.g correct!

Ball nut

Threaded rod

Nut

Hikey

Mounting plate
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7. To amend chain length refer to instruction to amend overall drop 

(page 2). Connect the alabaster dish to the ceiling plate using the chain 

and feed the cable  from the fixture up through the links of one of the 

chains and through the ceiling plate until there is no slack in the chain.
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1. Reduce the overall drop of your Alabaster Dish light by 

removing some links of chain prior to completing installation. 

Before removing the dish, decide on your desired height and 

estimate exactly how many chain links must be

removed to achieve it.

Remove the Alabaster dish by unhooking the dish from the 

chain.

2.  Apply the same removal procedure to every chain.

NOTE: Both ends of the chain must be round links.

3. When you have established the length of chain required 

press firmly on the edges of the rectangular loop to open it.

4. Remove the links of chain not needed.

8. The modification of the chain is completed.

5. Insert the end round link back onto the open recangular 

link.

6. Secure the chain by pressing the rectangular link edges 

back together until fully closed.
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7.  Apply the same removal procedure to every chain. Count 

the links carefully so that each chain remains the same 

length.

Rectangular link

Round link

9.  Reconnect the chains to the ceiling plate and the dish. 

Refer to step 7 of UK & regions with 220-240V: AD - Type 

2 installation instruction to complete the installation of the 

fixture.


